
PREPARED SUBGRADE

THICKENED EDGE IN
CONCRETE SIDEWALK
4 - #4 BARS, TYP.

1'-0"1'-0"

RAIN GARDEN LANDSCAPE
(SEE L3 SERIES)

BIORETENTION SOIL IN
RAIN GARDEN

COMPACTED AGGREGATE
BASE (3

4" - MINUS)

GRAVEL FLOWER STRIP STONE

CONCRETE  SIDEWALK,
THICKENED EDGE

2"

GRANULAR DRAIN BACKFILL MATERIAL,
NON-WOVEN CONSTRUCTION GEOSYNTHETIC
FOR DRAINAGE.  WRAP AGGREGATE AT 4"
BELOW GRADE - OVERLAP AT TOP MIN. 6"

UNDERDRAIN, SEE L3 SERIES DRAWINGS

1'-0"

PRE-CAST CONCRETE PANEL
BEYOND

COMPACTED AGGREGATE
BASE (3

4" - MINUS)

3
L8.03

TOP OF STEM WALL
EL. AS PER FOUNDATION PLANS

3"

OPEN

CHAIN

3
8" STAINLESS STEEL BAR,

NOTCHED TO HOLD CHAIN
IN CENTER OF OPENING

2" V-SHAPED
CHANNEL GUTTER

5"

1
2" STAINLESS STEEL LINK

WITH SCREW TYPE OPENING

DRIP EDGE

3
8" 316 STAINLESS STEEL

PROOF COIL CHAIN, SET PLUMB
WITH SLIGHT TENSION. SUBMIT
2- 24" LONG SAMPLES.

CONCRETE PAVEMENT

STAINLESS STEEL HOOK
EMBEDDED 6" MIN. INTO
CONCRETE ANCHOR

6" x 6" x 8" DEEP
CONCRETE ANCHOR

1
4" STAINLESS STEEL LINK WITH

SCREW TYPE OPENING ON TOP
AND BOTTOM OF CHAIN

GRAVEL FLOWER STRIP

PLAN

SECTION

2"

11
L8.04

5
L8.04

5
L8.04

1
8" Ø STAINLESS STEEL PINS
TO HOLD BAR IN OPENING

1
8" DEPTH NOTCH TO

HOLD CHAIN IN OPENING

3" OPENING

3"

6"

1
2"

3
8"

BOTTOM OF GUTTER

DRIP EDGES 5
L8.04

GRAVEL FLOWER STRIP WITH
UNDERDRAIN & SIDEWALK EDGE

CONCRETE SIDEWALK

CELL VENT

REINFORCED CMU

2" AIR SPACE

CAST-IN-PLACE CONCRETE
RETAINING WALL . SEE S2
SERIES DRAWINGS.

CONCRETE FOUNDATION
SEE S2 DRAWING SERIES.

GRANULAR DRAIN
BACKFILL MATERIAL

STONE VENEER

MAONSRY LEDGE

2'-0"

RETAINING WALL
BACKFILL

WATERPROOF
MEMBRANE

SELECTED GRANULAR FILL
OR STRUCTURAL FILL

NON-WOVEN CONSTRUCTION
GEOSYNTHETIC FOR
DRAINAGE

NON-WOVEN CONSTRUCTION
GEOSYNTHETIC FOR SEPARATION

RETAINING WALL
BACKFILL

GRANULAR DRAIN
BACKFILL MATERIAL

FOUNDATION DRAIN PER L3
DRAWINGS

NON-WOVEN CONSTRUCTION
GEOSYNTHETIC FOR
SEPARATION

2'-0"

FABRIC OVERLAPS

2' WIDE GRAVEL (TYP.)

8
L8.04

1'-0"

14
L8.04

BOLT TO PRECAST NICHE
AS PER MANUF.

NICHE WELD PLATE AND
FOUNDATION ANCHOR

7A
L8.04

6
L8.06

TOP OF MASONRY LEDGE
EL. AS PER FOUNDATION PLANS

TOP OF STEM WALL
EL. AS PER FOUNDATION PLANS

CONCRETE FOUNDATION
SEE S2 DRAWING SERIES.

STONE VENEER

CONCRETE SIDEWALK

REINFORCED CMU

2" AIR SPACE

MASONRY LEDGE

EXISTING GRADE

CELL VENT

CONCRETE FOUNDATION
SEE S2 DRAWING SERIES.

SELECTED GRANULAR FILL
OR STRUCTURAL FILL

WATERPROOF MEMBRANE

NON-WOVEN CONSTRUCTION
GEOSYNTHETIC FOR SEPARATION

RETAINING WALL
BACKFILL

GRANULAR DRAIN
BACKFILL MATERIAL

FOUNDATION DRAIN PER L3
DRAWINGS

NON-WOVEN CONSTRUCTION
GEOSYNTHETIC FOR DRAINAGE

2'-0"

GRAVEL FLOWER STRIP WITH
UNDERDRAIN & SIDEWALK EDGE

8
L8.04

1'-0"

14
L8.04

BOLT TO PRECAST NICHE
AS PER MANUF.

NICHE WELD PLATE
AND FOUNDATION
ANCHOR

7B
L8.04

8
L8.06

TOP OF STEM WALL
EL. AS PER FOUNDATION PLANS

TOP OF MASONRY LEDGE
EL. AS PER FOUNDATION PLANS

4 OR 5 HIGH NICHE BANK

1
2"

JOINT SEALANT

BACKER ROD

STONE OR PRECAST
CONCRETE

TOP OF
COLUMBARIA
NICHE UNIT

EPDM FLASHING

12" 12"

1
2" MORTAR JOINT

STONE VENEER

2" AIR SPACE WITH FULL
HEIGHT  MORTAR MESH

FOLD SELF ADHESIVE MEMBRANE OVER
AND SECURE WITH STAINLESS STEEL
BAR & ANCHORS

FILL SEAM W/ SEALANT
AFTER BAR IS SECURE

CELL VENT AT 2'-0"
O.C. MIN. 6" ABOVE
GRADE, TYP.

16 GAUGE X 1.5" STAINLESS STEEL (TYPE 304)
TERMINATION BAR W/ DRIVE PIN ANCHOR ( 3

16"
X 1.5") STAINLESS STEEL FASTENER;
TERMINATION BAR SHALL HAVE PRE-DRILLED
HOLES @ 8" O.C. AND MAX. 2" FROM END OF
EACH LENGTH OF BAR

REINFORCED CMU

MORTAR HAUNCH WITH SELF ADHERING
MEMBRANE, HOLD BACK 1

4" FROM FACE
OF STONE

MORTAR HAUNCH

JJR, LLC
110 MILLER AVENUE,
ANN ARBOR, MICHIGAN 48104
734.662.4457 T  734.662.0779 F
www.jjr-us.com

Phone (970) 229-9668

Fort Collins, Colorado  80525

4803 Innovation Drive

FAX (970) 226-3855

Anderson Engineering of Minnesota, LLC

INTERIOR END PIER PRECAST CONCRETE PANEL1
L8.04 ELEVATIONS 1/2"=1'-0"

PERIMETER PRECAST CONCRETE PANEL (5 HIGH)2
L8.04 ELEVATIONS 1/2"=1'-0"

GRAVEL FLOWER STRIP WITH UNDERDRAIN & SIDEWALK EDGE8
L8.04 SECTION 1"=1'-0"

PLAZA AT RAIN GARDEN EDGE7
L8.04 SECTION 1"=1'-0"

PERIMETER PRECAST CONCRETE PANEL (4 HIGH)3
L8.04 ELEVATIONS 1/2"=1'-0"

PERIMETER PRECAST CONCRETE PANEL (3 HIGH)4
L8.04 ELEVATIONS 1/2"=1'-0"

GUTTER AND DRAIN CHAIN6
L8.04 PLAN AND SECTION 3"=1'-0"

STAINLESS STEEL BAR AT CHAIN5
L8.04 SECTIONS 1" = 1'-0"

DRIP EDGE11
L8.04 SECTION 6"=1'-0"

EXPANSION JOINT IN VERTICAL WALL9
L8.04 SECTION 6"=1'-0"

MORTAR JOINT IN STONE VENEER10
L8.04 SECTION 6"=1'-0"

PERIMETER COLUMBARIUM WALL RETAINING CONDITION12
L8.04 SECTION 1/2"=1'-0"

PERIMETER COLUMBARIUM WALL RETAINING PLAZA CONDITION13
L8.04 SECTION 1/2"=1'-0"

JOINT IN CAP15
L8.04 SECTION NTS

CELL VENT WITH MORTAR HAUNCH14
L8.04 SECTION 1/2"=1'-0"


